Requirements for the label “HD ready”
A display device has to cover the following requirements to be awarded the label “HD ready”:

1. Display, display engine
a. The minimum native resolution of the display (e.g. LCD, PDP) or display engine (e.g. DLP) is 720 physical lines in wide aspect ratio.
2. Video Interfaces
a. The display device accepts HD input via:
i. Analog YPbPr “HD ready” displays support analog YPbPr as a HD input format to allow full compatibility with today's HD video sources in the market. Support of the YPbPr signal should be through common industry standard connectors directly on the HD ready display or through an adaptor easily accessible to the consumer; and:
b. DVI or HDMI HD capable inputs accept the following HD video formats:
i. 1280x720 @ 50 and 60Hz progressive (“720p”)
ii. 1920x1080 @ 50 and 60Hz interlaced (“1080i”)
c. The DVI or HDMI input supports copy protection (HDCP)
The following technical references apply:

DVI: DDWG, “DVI Visual Interface”, rev 1.0, Apr 2, 1999 as further qualified in EIA861B, “A DTV Profile for Uncompressed High Speed Digital Interfaces” May 2002, furthermore allowing both DVI-D and DVI-I connectors, requiring compliance to both 50 and 60Hz profiles, and requiring support for both 720p and 1080i video formats.

HDMI: HDMI Licensing, LLC, “High-Definition Multimedia Interface”, rev.1.1, May 20, 2004

HDCP: Intel, “High-Bandwidth Digital Content Protection System”, rev 1.1, June 9, 2003

(NB: on DVI HDCP rev 1.0 will apply)

YPbPr: EIA770.3-A, March 2000 <check pending on version of this specification>, with the notice that the connectors required may be available only through an adaptor.
